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The Challenges of Heavy Duty Applications 
If you step inside any heavy duty equipment repair 
and maintenance shop you will notice everything is 
bigger, grimier and heavier.  For the CRC 
SmartWasher® parts washing system it means a 
lot more greases and oils for the microbes to eat 
which they will do with little to no effort.  
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During times of especially heavy use, the cleaning 
solution in the CRC SmartWasher® may become 
extremely dark. Although this occurrence is rare, the 
drastic color change could be due to dyes and 
colorants in the contaminants now dissolved in the 
fluid.  This color change will not affect the cleaning 
performance of the fluid.  Loss in cleaning efficiency 
will indicate that the CRC SmartWasher® system has 
been overtaxed and the unit’s ecosystem has become 
unbalanced. The optimal situation would be to let the 
system rebalance itself over time, however, most 
maintenance shops do not have the luxury of time. 
Repair and maintenance shops depend on all systems 
being in optimal working order. Problems need to be 
corrected quickly. 

So, how can the end user maintain productivity but 
mitigate an especially heavy parts cleaning day? 

 

In the Field  

After a day of cleaning heavily soiled parts the 
OzzyJuice® cleaning fluid may become quite dark or even 
turbid. Cleaning time may be longer which indicates a 
high level of grease, diesel and debris has been cycled 
through the unit. By following these simple steps you 
can begin to rebalance the ecosystem in your unit and 
be back to cleaning parts in as little as 30 minutes. 

1. Add OzzyBooster® Microbial Enhancer 
which adds additional microbes and 
nutrients to broaden the number of Ozzy® 
microbes for greater bioremediation 
efficiency. 

2. Pass OzzyJuice® Cleaning Fluid several 
times through the filter (open the valve 
and let the liquid flow through for 10 min 
cutoff time and repeat) to capture larger 
particulates in the fluid. 

3. Finally, change the filter.  

 

By following these steps your OzzyJuice® will be back 
to 100% cleaning efficiency in no time. 

 

 


